Material:SUS304,SUS316L
Glass Bead Blasting

Code .

SUS304 SUS316L Size oA 8 C $D
MCK-9010 | MCK-9010-40| KF10 | KF16 30 30 138 | 105
MCK-9014 | MCK-9014-40| KF16 | KF40 30 55 200 | 16.0
MCK-9016 | MCK-9016-40| KF10 | KF25 30 10 138 | 105
MCK-9025 | MCK-9025-40| KF16 | KF25 30 10 200 | 16.0
MCK-9040 | MCK-9040-40| KF25 | KF40 | 40 55 272 | 23.0
MCK-9050 | MCK-9050-40| KF25 | KF50 | 40 75 272 | 23.0
MCK-9060 | MCK-9060-40| KF40 | KF50 55 75 127 | 371
MCK-9063 | MCK-9063-40| KF63 | KF50 75 87 605 | 549
MCK-9070 | MCK-9070-40| KF40 | KF80 55 114 | 427 | 371
MCK-9080 | MCK-9080-40]| KF50 | KF80 75 114 | 605 | 54.9
MCK-9090 | MCK-9090-40] KF50 | KF100 | 75 134 | 605 | 549
MCK-9100 | MCK-9100-40| KF80 | KF100 | 114 134 | 891 | 831
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1100 Anadaira Sutama-cho Hokuto Yamanashi, Japan
Sales Department FAX 0551-42-5556 e-mail mpccom@mirapro.c




