
JIS Flange / Piping Components

MF(Multi-fastener) Flange conforming to ISO1609 is used for error absorption and workability improvement  by connecting with claw clamp.

Also, by using single claw clamp, you can connect piping flange directly to vacuum chamber, and that could lead to reduction of BOM and space saving.

Design and production of special shape in accordance with use environment are also available other than the catalog products.

Piping Componets using ISO-MF Flange

Nipple Radius 90 degree elbow Tee Cross

※ A product whose part number starts with "MV" is a made-to-order product. Please contact us for the details if needed.

Nipple
------------------------------------------------------------------------------------------------------------------------------------------------------------------

Pipe/Flange：SUS304

Surface treatment：GBB

Code Flange φA φB φC L

MVIJ020 VG/VF20 80 27.2 23 100

MVIJ025 VG/VF25 90 34.0 28.4 110

MVIJ040 VG/VF40 105 48.6 43 120

MVIJ050 VG/VF50 120 60.5 54.9 120

MVIJ080 VG/VF80 160 89.1 83.1 220

MVIJ100 VG/VF100 185 114.3 108.3 240

MVIJ125 VG/VF125 210 139.8 133 300

MVIJ150 VG/VF150 235 165.2 158.4 300

MVIJ200 VG/VF200 300 216.3 208.3 300

MVIJ250 VG/VF250 350 267.4 259.4 300
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