
○ : Materials currently available (As for length, please contact us.）

△ : Need an inquiry for confirming the usage environment and so on.

― : Not availabe as of now.

SUS316L AM350 HC-22 SUS316L AM350 HC-22

8 18 ○ ○ ○ 55 80 ○ ○ △

8 22 ○ ○ ○ 55 90 ○ ○ △

8 25.4 △ △ ○ 60 85 ○ ○ ○

10 20 ○ ○ △ 60 90 ○ ○ ○

10 24 ○ ○ ○ 65 90 ○ ○ ○

12 22 ○ ○ ○ 70 95 ○ ○ ○

12 26 ○ ○ ○ 71.4 90 △ △ △

13 26 △ △ △ 75 100 ○ ○ ○

14 26 ○ ○ ○ 80 105 ○ ○ ○

14 28 ○ ○ ○ 80 110 ○ ○ ○

14 34 ○ ○ ○ 81.3 108 △ ○ △

17 30 ○ ○ ○ 85 125 ○ △ ○

17 34 ○ ○ ○ 86.4 107 △ △ △

19 37 △ △ △ 90 120 ○ ○ ○

20 34 ○ ○ ○ 95 115 ○ ○ ○

20 40 ○ ○ ○ 100 130 ○ ○ ○

22 36 ○ ○ ○ 105 150 ○ ○ ○

22 42 ○ ○ ○ 110 150 ○ ○ ○

25 38 ○ ○ ○ 120 150 ○ ○ ○

25 45 ○ ○ ○ 135 185 ○ ○ ○

25.4 41.3 △ △ ○ 155 195 ○ ○ ○

28 44 ○ ○ ○ 155 204 △ △ △

30 50 ○ ○ ○ 160 210 ○ ○ ○

30 60 ○ ○ ○ 180 220 ○ ○ ○

32 51 △ ○ △ 210 270 ○ ○ ○

32 52 ○ ○ ○ 260 320 ○ ○ △

35 55 ○ ○ ○ 310 350 ○ △ △

36 51 ○ ○ ○ 310 365 ○ △ ‐

40 54 ○ ○ ○ 330 410 ○ ‐ ‐

40 60 ○ ○ ○ 400 490 ○ △ ‐

40 70 ○ ○ ○ 530 640 ○ ‐ ‐

45 65 ○ ○ ○ 740 820 ○ ‐ ‐

50 70 ○ ○ ○

50 80 ○ ○ ○

1100 Anadaira Sutama-cho Hokuto Yamanashi, Japan

Sales Department　FAX 0551-42-5556　e-mail mpccom@mirapro.co.jp

As for the other material, please contact us.

※HC-22 represents Hastelloy® C-22 and is a registered trademark of Haynes®.

Welded Bellows Size List

Please refer to the table below for the bellows sizes currently available. In addition, if you contact us with specifications such as pressure

conditions and length under consideration, we will offer a manufacturing specification.

ID: 8-50mm ID: 55-740mm

ID OD
Material

ID OD
Material


